INSTALLATION INSTRUCTION

7900-6061/A (2—Speed) and 7900-6051/C (3—Speed)
A/C Blower Packages

IMPORTANT NOTICE

These instructions are intended for the use of qualified indi-
viduals specially trained and experienced in installation of
this type of equipment and related system components.

Installation and service personnel are required by some
states to be licensed.

Persons not qualified shall not install this equipment or
interpret these instructions.

l WARNING

IMPROPER INSTALLATION MAY DAMAGE EQUIP-
MENT, CAN CREATE A SHOCK HAZARD, AND
WILL VOID THE WARRANTY.

NOTE

The words "Shalf” or "Must” indicate a requirement which is
essential to satisfactory and safe product performance.

The words “Should” or "May” indicate a recommendation
or advice which is not essential and not required but which
may be useful or helpful.

APPLICATION

The 7900-6061/A and 7900—-6051/C A/C blowers are de-
signed for use on Manufactured Housing Gas Downflow
Furnaces, and Qil & Gas Gun Furnaces.

BLOWER INSTALLATION
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SHOCK HAZARD

SHUT OFF ELECTRICAL SUPPLY TO FURNACE AT
HOUSEHOLD BREAKER BOX TO PREVENT ELEC-

TRICAL SHOCK, SEVERE PERSONAL INJURY, OR
DEATH.

1. Remove upper door of furnace,

Turn system switch off.

If the thermostat leads are connected to the existing
blower plug, disconnect them,

4. Unplug the existing blower from the control box recep-

taclte by pinching the clasping tabs (on the sides of the
plug) and pulling out.

Remaove the two (2) front support screws.

6. Remove the two (2) blower railing screws, located on
each side of the blower.

7. Slide the existing blower out of the furnace.
8. Slide the A/C Blower into furnace.

8. Secure blower by replacing the four (4) screws.

WIRING

1. Connect A/C blower to plug receptacle located on the
control box.
NOTE: When properly aligned, the plug will slide
smoaothly into place. DO NOT FORCE. Insure clasping
tabs snap into place.
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If plastic wire clamps were removed during this proce-
dure, insure that they are replaced.

2. Insure motor is set for proper speed. See Table 1.

3. It the thermostat leads were removed, re—connect
them now,






