INSTALLATION INSTRUCTIONS

7900-6151 & 7900-6161 -
A/C BLOWER CONVERSION KITS

IMPORTANT

These instructions are for the use of qualified individuals
specially trained and experienced in the installation of this
type of equipment and related system components. Instal-
lation and service personnel are required by some states to
belicensed. PERSONS NOT QUALIFIED SHALL NOT IN-
STALL THIS EQUIPMENT NOR INTERPRET THESE IN-

STRUCTIONS.
l WARNING‘

(IMPROPER INSTALLATION MAY DAMAGE EQUIP-
MENT, CAN CREATE A SHOCK HAZARD, AND
WILL VOID THE WARRANTY.

The words "Shall” or "Must” indicate a requirement which is
essential to satisfactory and safe product performance.
The words "Should” or "May” indicate a recommendation
or advice which is not essential and not required but which
may be helpful or useful,

7900—-6151 A/C BLOWER CONVERSION KIT

1. Package Contents
The conversion package contains the following parts:

1.1. Adapter

12 Block—off Channel
1.3. Control Box Bracket
1.4. Four (4) Screws

2. Application

The 7900-6151 A/C BLOWER CONVERSION KIT is
designed to convert 7900—-6061 A/C Blowers for instal-
lation on 7600 and 7700 series furnaces, except 7724
and 7624 series VIP furnaces.

When installing a 7900—6021/B or 7900A6041 Con-
trol Box on a 7600 or 7700 series furnace which has no
plug—in blower (such as 7600—, 7600A, or 7600F se-
ries iurnaces), a 7656—5761 Cap Assembly Kit must

be used to provide a receptacle for the plug on *he A/C
blower.

When a condensing unit with transformer is used with -
Presidential® series gas furnace, the 4sansiormer in
the condensing unit must be disconnected and re-
moved.

3. Modification of the 7900-6061 A/C BLOWER

3.1. Open control box cover plate and remove the four (4)
screws holding the box to the mounting bracket.
Save screws for later use.

3.2, Discardthe old mounting bracket and install the new
rmounting bracket to the control box, using the same
four (4) screws previously removed .

33. Mount control box to the A/C blower by attaching
new bracket to the blower using the four (4) screws
provided in the kit.

3.4. Remove the screw at the end of the blower rail on
each side of the blower. Insert the adapter in the
throat of the blower. Use the two (2) screws removed
from blower rail to secure adapter in place. See Fig-
ure 1.
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35 Mount the block—off channel to the furnace using
three (3) screws as shown in Figure 2. Two (2) addi-
tional screws will need to be removed from furnace in
order to attach ends of channel. No screw should re-
main between channel and furnace. SeeFigure 2.
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